\/I 6 FLEXIBLE TURNING CABLE

DRILL S/16 HOLE FOR
| P INSIDE/OUTSIDE CONNECTION

THUMBTURN ASSEMBLY
(SINGLE OR DUAL CONTROL OPTIONY

ATTACH TO wOOD GLASS STOP (TRIM)

= /16 - TEMPERED GLASS
= 1/16* x 1/2" FOAM TAPE
u DOUBLE SIDED ADHESIVE
o
=] 3/4” C-CHANNEL
: 1 I
S 3/16” GLASS SET BLOCK
o el I REQUIRED @ BOTTOM CORNERS
@
®
5 /16" - ~[——————— VOOD GLASS STOP OR METAL LITE KIT
1\ L/
'— — 1 7/8* WOODEN DOOR, TYP. I—
® d N wOOD GLASS STOP OR METAL LITE KIT 5/16
<
w SAWCUT GAP FOR FIT
o
1
. | ——sLIP cLuTCH AssEmBLY
e (XTI = HORIZONTAL D-ROD
N
& N Hr—/| _— TEMPERED GLASS I
/ In]
11/16° -
__—— 6" FLEXIBLE TURNING CABLE o
— =
VERTICAL D-ROD

\

1/16* x 1/2 FOAM TAPE
I |~ DOUBLE SIDED ADHESIVE

374" C-CHANNEL

/\l 11 EDGE OF (TRIM>

\

\

/
/
/

IE; BLIND ASSEMBLY WITH WOOD STOPS APPLICATION o=

wOOD GLASS STOP OR METAL
LITE KIT PROVIDED BY OTHERS

PARILUSE LLC ALL RIGHTS RESERVED PATENT 2,465,968

Sealed Integral Blind Assemblies

©IE; BLINDS and RAL & Associates, Inc. SCALEINONE

P.O. Box 442 « Ben Wheeler, TX 75754 * 866-267-1917 www.ieblinds.com |[REVISION DATE: 5/16/14




